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Abeite Raised Floor

® PVC(C sealed panel
® Encapsulated panel

Construction:

Calcium Sulphate Raised Floor
1s based on a high-density
calcium panel, finished with
HPL/PVC/Ceramic and other
covering, galvanized steel sheet
or aluminum foil to bottom, the
four edges are wrapped with
conductive PVC trims.

Non-toxic natural product

Panel is made by 100% green
environmental protection natural
gypsum powder.
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Quality can be traced
back to the mineral source!




L&
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Be customized according
to customer needs

Finshed Floor Height: 100-2000mm

500*500mm-+ 600*600mm and special size
Core Panel Thickness 23-38mm

Bare. 1.0-1.5mm Anti-static Laminate HPL. 2.0-
3.0mm PVC. 10mm Cermic. Marble. Granite-
Nature Wood and etc.

. Bare. 0.3-2.0mm Galvanized steel. 0.1-2.0mm
Under Covering: Aluminum Foil

Installation: Without or With Stringer System

Upper Covering:

From the selection of materials.
procurement. production.
packaging, are in compliant
with the Chinese and PSA
MOB PS/SPU. DIN EN 12825

specifications.




@ HPLTile @ PucTile
1.2/1.5mm Meiah or ABET Conductive / dissipative / normal
HPL tile

9 carpet Finish

Normal or anti-static carpet
tile on top.




Abeite Raised Floor

¢ Encapsulated Panel @ Ceramic Finsh

Six sides galvanized steel Normal or anti-static cermaic tile,
encased the calcium sulphate with different color for choose.
panel.

4 Natural Stone

Black and other color
conductive PVC trims.
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Abeite Raised Floor

% & fForbo Linoleum Finish @ Special Size Panel




Abeite Raised Floor

90% recycled can meet the
requirement of LEED
evaluation for projects;

Good performance to
Moisture resistance. Anti-
corrosion. Class Al Fire
resistance(base board);

'

The load performance is
strong;

o

Tolerance of panel size is 0-
0.40mm;

Tolerance of panel thickness
1s =0.30mm;

Un-flatness 1s <0.60mm:;

o

The anti-static performance
is excellent.

OEM is available;
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Applications:

Calcium Sulphate Raised Floor is widely

in Data Centers. Commercial Buildings.

Educational Facilities. Clean Rooms.

Control Rooms. Libraries and places

where require anti-static environment or
have many wires.
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Concertrated Load Uniform Ultimate System
Defleation<2.5mm Load Load Resistance
KN Q

LBS KN KG KN/m*

662 2.95 300 12.50 8.85
800 3.56 363 16.10 10.68
1000 4.45 454 23.00 13:35
600*600 1.0x106-1.0x10°
1250 5.56 567 33.00 16.68
1500 6.67 680 34.50 20.02

2000 8.90 906 46.00 26.70




Abeite Raised Floor

Pedestal S-A

Suggest Height:FFH100-600mm
Tube:®22/1.5mm
Surface: Cold galvanizing

Hot galvanizing

Power coated

Pedestal S-B Stringer

Suggest Height: FFH600-2000mm Size:540%31*22mm

Tube:®32/1.5mm Surface: Cold galvanizing

Surface: Cold galvanizing Hot galvanizing
Hot galvanizing Power coated

Power coated



Abeite Raised Floor

used in project.

Cable trays and Close cell insulation

Copper foil

Accessories

Lifter

Gromment

Outlet box

Close cell insulation
Diffuser

Pedestal adhesive
Cable trays

Aluminium stair nosing

Copper foil

Baseboard




Contact Us

Changzhou Abeite Computer Room Equipme

Add: Chaoyang Village, Hengshanqgiao Town,
Changzhou City, Jiangsu Province, China

Tel: +86(519)86056270
Fax: +86(519)8605
E-mail: gail@abeite
Web: www. abeitera
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