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Calcium Sulphate Raised Floor



Green Facory, Green Product



Abeite 
Calcium Sulphate Raised Floor

It is made with 100% green environmental protection natural 
gypsum powder. The selection of materials, procurement, 
production, and packaging, are strictly according to the Chinese 
and PSA MOB PS/SPU、DIN EN 12825 specifications.

Imported production equipment from German HOMAG and 
Italian SCM                                           
♦  Daily capacity of 5,000 panels ensures rapid delivery  



Construction

Natural, high-density calcium 
sulphate core panel with surface 
options including HPL, PVC, 
C e r a m i c ,  e tc . ,  t h e  b o t to m 
covered with galvanized steel or 
aluminum foil, and four sides 
trimmed with black PVC.



 Finished Floor Height: 100-2000mm

Density: 1500-1700 kg/m³

Panel Size: 500*500mm, 600*600mm, 600*900mm 
and special size

Core Panel Thickness: 23-38mm

Upper Covering:

1.0-2.0mm Anti-static Laminate HPL, 2.0-
3.0mm PVC,10mm Ceramic, Linoleum, 
Natural stone,  Buld plate, Rubber, Parquet 
and etc

Under Covering: 0.3-2.0mm Galvanized steel, 0.1-2.0mm 
Aluminum Foil

Chamfer on the back of 
the floor: Without or With 

Edge Trim: Slip edge trim and Hemp edge trim which 
like “orange” 

Installation: Without or With Stringer System



01
Non-toxic natural product, 100% 
green environmental protection 
natural gypsum power;

03
Imported equipment greatly 
improves the accuracy of the size 
and diagonal of the floor, and the 
error is controlled within ±0.05 mm. 

02
90%-97% recycled can meet the 
requirement of LEED evaluation for 
projects;

04
Short delivery time，5,000 pieces a 
day, which can help you score 
points in the delivery time link of 
the project.

Why Choose Abeite



05
Imported Polyurethane Reactive 
hot-melt adhesive Anti-aging and 
high temperature;

07
Good performance to Moisture 
resistance、Anti-corrosion、Class 
A1 Fire resistance(baseboard);

06
The load performance is strong, 
and the anti-static performance is 
excellent.

08
We can customize different kinds of 
raised floor samples according to 
your project needs;

Why Choose Abeite



Calcium Sulphate Raised 
Floor Applications

Data Centers

Ideal for managing complex 
wiring and ensuring an anti-
static environment

Educational Facilities

Enhances safety and 
functionality in classrooms 
and laboratories

Commercial Buildings

Provides a versatile solution 
for cable management and 
underfloor air distribution

Clean Rooms and etc

Maintains cleanliness and 
prevents static discharge in 
sensitive areas



Specification

Type Panel Grade Panel Size

Concentrated Load                              
Deflection≤2.5mm Uniform Load Ultimate Load

LBS KN KG KN/㎡ KN

ARF-CS800 Medium 600*600mm 800 3.56 363 16.00 10.68

ARF-CS1000 Heavy 600*600mm 1000 4.45 454 23.00 13.35

ARF-CS1250 Extra Heavy 600*600mm 1250 5.56 567 33.00 16.68

ARF-CS1500 Industrial 600*600mm 1500 6.67 680 43.00 20.02



Under Structures

Round Head Pedestal Heavy-duty pedestal

MATCH IN ONE SQM:

PANEL          2.78 PCS
PEDESTAL    3.36 PCS                    
STRINGER      5.4 PCS
SCREW         10.8 PCS

Stringer



Contact Abeite

Address
Chaoyang Village, 
Hengshanqiao Town, Wujin 
District, Changzhou City, 
Jiangsu Province, China

Website
  www.abeiteraisedfloor.com

E-mail
gail@abeiteraisedfloor.com
Mobile: 0086-18261186876  



Your Raised Floor Partner From China

High-tech Company with 28 Patents


